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The following leaflet informs you about the most important steps for easy commissioning of your Ethernet
module. Please find more detailed information in the delivered manual.

Overview
Reading th Connecfing th Installing the
precautions (ye Ethernef /0 mod software

Connecting the Ethernet module
After having read the safety precautions (yellow leaflet), connect your Ethernet module as follows:

A)  Connectthe analog inputs

B)  Connect the Ethernet cable to the Ethernet module and the PC

C)  Connectthe cable for trigger/synchro signals to the Ethernet module (optional)
- Start your PC -

D)  Connectthe current supply cable to the Ethernet module and current source

E)  Check the status with the help of the LED display

Power On: -lights green = Current supply is OK
Port 0 ACT/Link: - blinks yellow = Ethernet cable connected to Port 0
Port 1 ACT/Link: - blinks yellow = Ethernet cable connected to Port 1
Status: -lights green = Module ready for work

- lights yellow =Module is booting

-lights/blinksred = Error during booting
As soon as the Status LED lights green, you can start with the software installation.
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Installing the software
After having connected the required components and having ensured the current supply, continue as
follows:

Install and start SET3701 (CD1 Standard Drivers) and adapt there the IP address of the module
to your network (see next page)

Option 1: Use with direct access:
No further software installation: See technical description for further information

Option 2: Use with ADDIPACK:

Install ADDIPACK (CD 1 Standard Drivers)

Start ADDIREG and insert the module in ADDIREG via ,Insert"

Enter the IP address or the serial number

Click on ,Start Scan” and wait until the new settings are displayed

Click on ,,OK* as soon as the module has been found

Now the measurement module is displayed in the ADDIREG main window

Click on ,Set" and then on ,Save" to integrate the measurement module in ADDIPACK

Find further information in the ADDevice Manager (click in the ADDIREG main window on ,Edit"
and then on ,ADDIDriver board manager*)
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SETMSXExxxx: Setting the IP address

The software tool SETMSXExxxx supports you in changing the IP address, scanning the modules and
updating the firmware.

Install and start SETMSXExxxx (is on the delivered CD)
The main menu appears:

B P:\100281_MX_Controller\Se\SET M5X-Fxo00d0100-03071SetMS X EBxooodDebug\SetMSXBxxx... - (O i!

Scan all MSR—FEi7@8x MEE-E3B1x MEX—-E351x

Change MS5A-E178x IP addresz via serial numhep
Change MS5HE-E178x IP addresz via current IP address
Update MSHA-E178x firmuware

Change MSH-E38l1x IP addressz via zerial numbhep
Change MSHE-E381x IP address via current IP address
Update MSH-E381x firmuware

Change MSH-E35%1x IP addressz via serial numhep
Change MSH-E351x IP addwess wvia current IP address
: Update MSA-E351x firmware

: Exit
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Your selection:

For changing the IP address of your module MSX-E301x via the serial number please follow the following
steps:

As ,Your selection” please enter the number O.
Now all modules are scanned and a screen with module information appears.

Note the serial number of the selected module (to be found on the label on the back of your
module)

As soon as you are again in the main menu, please enter as ,,Your Selection” the number 4.

A new window appears.
Here enter the serial number of the module and the new IP address.

Firstly, a Ping test is realized on the selected IP address to test whether it is not available.
After this the new IP address is set.

Should you have questions that you do not find in the manual or on our website
(http://www.addi-data.com), please contact us by phone or e-mail.
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